Recommended by Mercedes Benz

H11 0116 1A

Masterlift 2.35 Saa 260

Electro-hydraulic twin-ram lift, 3.5 t capacity, superstructure with arms

Application

O Repairs and maintenance
O Body work

Description:

Steel cassette:
O Waterproof steel cassette

Hydraulic unit:

O Hard-chrome plated cylinder

O Flexible synchronization and safety system
O Corrosion-free guiding elements

O Pump unit with immersed motor

O Hydraulic oil

O Pneumatic emergency lowering

O Programmable pushbutton control unit

Superstructure:

O Double-telescopic arms

O Internal arm locking system

O Low minimum height - perfect for sports
cars - with a minimum height under 100 mm

Colour according to approval:
O RAL 7015 - slate grey

Versions:

Steel cassette:
O Zinc-coated

O Coated

O Self-carrying

Installation:

O Superstructure on floor
O Superstructure in floor
O Ceiling installation

Optional extras:

O Large program of extra pads

The product meets the requirements for workshop equipment for MB
service workshops and is recommended by Mercedes Benz with

approval no. H11 0116 1A.
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Technical data Arm superstructure
Lifting capacity 3,500 kg Total width 3,000 mm
Lifting height 1,900 mm Lifti incl

r: i'h”jgjfjé”c uded Uni: 11027 (95 — 135 mm)
Working height 1,970 - 2,035 mm ' very
Cylinder diameter 2 x 140 mm Min. height 95 - 135 mm
Distance between cylinders 2,600 mm Drive-through width Saa 260: 2,455 mm

" o Arm length, min. - max. 658 - 1,313 mm
Lifting / lowering time

. 30 .
(high pressure) approx sec

Foundation depth 2,625 mm
Pump unit 3 kW
Hydraulic oil 101
Voltage 230/400V -850 Hz- 16 A
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Pad and pad extensions
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Internal arm locking system

lllustrations are not binding and optional. Under reserve of dimensional, constructional and technical modifications! Validity 02/2023.



